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Mikro tlacidlovy spina¢ BS002

Prehlad:

Tento produkt je maly stmieva¢ LED, ktory podporuje stmievanie a prepinanie

LED produktov prostrednictvom otacania a stlacenia.

 Je vybaveny ochranou proti nespravnemu pripojeniu a ochranou proti nadprudu a skratu.
« Siroko pouzivany v automobiloch, lodiach, vnitornom a vonkaj$om osvetleni atd.

Specifikacia:
Vstupné napatie VIN 12-24\/ DC
Vystupné napatie VOUT VIN-0,3
Zataiovaci prud 2
Bod ochrany proti nadpridu 2.5A
Frekvencia stmievania 11,718 kHz ‘ Ce ‘ @ B8 1<k slitia len na
Rezimy stmievania a prepinania Ototte a stlatte S e
Stuperi vodotesnosti IP65
Urovne stmievania 21 drovni
Funkcia:
Sériové cislo Funkény bod Poznamky
1 Prepinat Stlatte pre ovladanie zapnutia alebo vypnutia zataze
2 Stmievanie 21 drovni
3 Funkcia pamite Po 5 sekundéach netinnosti si zapaméta posledné nastavenie.
4 Ochrana proti nadpridu a skratu Pri nadprdde za¢nd blikat LED diédy; pri skratovani vystupu sa odpoji zatazovaci obvod a kontrolka
sa nerozsvieti.
5 QOchrana proti nespravnemu zapojeniu Ak pripojite nespravne zapojenie, produkt sa nespali.

Schéma zapojenia

Funkcie:

Ovlada¢ Knob funguje nasledovne:

1. Po zapnuti napajania je ovladac¢ v pociatoénom stave
vypnuty.

2. Stlagenim gombika prepnete svetlo do stavu
zapnuté/vypnuté.

3. Jas LED lampy je moZné nastavit
oto¢enim gombika v zapnutom stave (oto¢enim v
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— £ G Pe W oo o smere hodinovych ruciciek sa jas zvysuje a proti smeru
hodinovych rudiciek sa znizuje).
Kroky instalacie: 4. Tento senzor si zapamata stav
stmievania v DCOV (vypnuté napajanie) alebo DC12V-
Intala¢né video: https://youtu.be/iqy5PfxINe4 Q 24V.
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Vopred vyvitajte otvor s priemerom 10 mm Rozmontujte ovladac a prejdite doskou spdsobom Po spravnom zapojeni pouzite izolacnu
do dosky, na ktoru chcete namontovat uvedenym vyssie, ovladac upevnite pomocou c¢iapocku, ktoru otocte a upevnite, aby
ovladac, pricom hrubka dosky nesmie oto¢nej matice a potom pritlacte nastavovaci ste zabranili urazu elektrickym pradom
presiahnut Smm. gombik na kovovu ty¢ ovlddaca. a chranili ludské telo.
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https://youtu.be/iqy5PfxlNe4

Overview:

* The product is a small LED dimmer that supports dimming and switching
operations of LED products through rotation and pressing operations.

« It has misconnection protection and overcurrent short circuit protection functions.

 Widely used in automobiles, ships, indoor and outdoor lighting, etc.

Micro Button Switch BS002

Specification:
Input voltage VIN 12-24VDC
Output voltage VOUT VIN-0.3
Load current 2A
Overcurrent protection point 2.5A 5
— “Rohs i
Dimming frequency 11.718KHz Images for reference only
Dimming and switching modes Rotate and Press
Waterproof level IP65
dimming levels 21 levels
Function:
Serial number | Function point Remarks

Switch Press to control the load to turn on or off
Dimming 21 levels
Memory function After 5 seconds of no operation, it will remember last setting

Over-current and Short-circuit
Protection

When there is over-current, the LED beads will flash; when the output is short-circuited,
the loadcircuit will be disconnected and the light will not light up.
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Wrong wiring protection

If you connect the wrong wiring, the product will not be burned.

Connection Diagram :

POWER SUPPLY

AC100-240VIN  12V124V OUT
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Installation Steps:

Installation Video:

https://youtu.be/iqy5PfxINe4
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Operations:

The Knob Controller functions as follow:

1. The initial state is off when turn on the power.

2. Press the knob to switch the light ON / OFF status.

3. The brightness of the led lamp can be adjusted
by rotating the knob under the on state of opening
(the clockwise brightness increases and the
counterclock brightness decreases).
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dimming in DCOV(power off) or DC12V-24V.
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POWER SUPPLY

L rcovaovm  vawor

Drill a 10mm diameter hole in advance
on the board that requires to install the
controller, and the thickness of the
board cannot exceed 5mm.

Disassemble the controller and pass through
the board in the ways shown above, use a
rotating nut to fix the controller, and then
press the adjusting knob onto the controller
metal rod.

After correct wiring, use an insulating
cap to rotate and fasten it to prevent
electric shock and to protect the
human body.
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