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DA4  DALI
4-kanálový stmievač LED s konštantným napätím DALI

● 4-kanálový stmievač LED s konštantným napätím DALI.

● 4 adresy DALI, 4 kanály pracujú samostatne.

●  Certifikované podľa DALI-2, v súlade s protokolom DALI IEC 62386-101, 
102, 207 a v súlade s produktmi DALI

produktmi od iných medzinárodných spoločností.

● Adresa DALI bude automaticky pridelená hlavným zariadením DALI.

● PWM digitálne stmievanie, štandardná logaritmická stmievacie krivka DALI.

● Ochrana proti preťaženiu / skratu, automatické obnovenie.

Technické parametre

Vstup a výstup Údaje o stmievaní Bezpečnosť a EMC

Vstupné napätie 12–48 V DC Vstupný signál DALI Bezpečnostná norma 
(LVD)

EN 62368-1:2020+A11:2020

Vstupný prúd 

Výstupné napätie

20,5

12–48 V DC

Rozsah stmievania 0-100 %

Krivka stmievania Logaritmická

Certifikácia DALI-2, CE, LVD

Záruka

Výstupný prúd

Výstupný výkon

4x5A pri 12/24 V
4x3A pri 36/48 V

4 x 60 W pri 12 V 4x120 W pri 24 V

Frekvencia PWM

Balíček

Veľkosť

2000 Hz (predvolené)

Dĺžka 178 x šírka 50 x výška 
38 mm

Záruka

Prostredie

Prevádzková teplota

5 rokov

Ta: -30 
O

 C~ +55 
O

 C

Typ výstupu

4 x 108 W pri 36 V 4 x 144 W pri 48 V

Konštantné napätie

Hrubá hmotnosť 0,132 kg Teplota skrine (max.) Tc: +85 
O

 C

Mechanické konštrukcie a inštalácie

Schéma zapojenia

Ovládanie DALI

Tento produkt je navrhnutý so 4 vstupmi DALI adresy a 4 kanálovými výstupmi.

Adresa DALI je automaticky pridelená hlavným ovládačom DALI. Konkrétne operácie nájdete v používateľských príručkách kompatibilných hlavných ovládačov DALI.

Bezpečnosť a varovania

• NEINŠTALUJTE zariadenie, keď je pripojené k napájaniu.

• NEVYSTAVUJTE zariadenie vlhkosti.

LED indikátor 

Inštalačný stojan

Dve skupiny vstupov signálu DALI 
Zbernica DALI, nie je potrebné rozlišovať 
polaritu plus-mínus

CH4 LED výstup - CH3 
LED výstup - CH2 LED 
výstup - CH1 LED 
výstup - Inštalačný 
stojan LED výstup + 
Napájací vstup +

Vstup napájania -DA2

DA1

DA2

DA1

+

DA1 

DA2 

DA1

DA2

Jednofarebný LED pás

+ 
Jednofarebný LED pásik

+ 
Jednofarebný LED pásik

+ 
Jednofarebný LED pásik

DALI zbernica
Napájanie

Striedavý 
prúd 50/60 
Hz

Napájanie 12–48 
V DC
Konštantné napätie

DALI Master
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● 4 channel constant voltage DALI LED Dimmer.

● 4 DALI address, 4 channel work separately.

● , in accordance with DALI standard protocol DALI-2 certi�ed

   IEC 62386-101, 102, 207 and in compliance with DALI 

   products from other international incorporation.  

● DALI address will be automatically assigned by DALI master.

● PWM digital dimming, standard DALI logarithmic dimming curve. 

● Over-load / Short circuit protection, recover automatically.

  Power input -

  Power input +
LED output + 

LED indicator

CH1 LED output - 

12-48VDC

12-48VDC

20.5A

Constant voltage

Installation rack
Two groups of DALI signal input 
DALI bus no need distinguish 
plus-minus polarity 

Installation rack

AC Power
50/60Hz
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CH2 LED output - 
CH3 LED output - 
CH4 LED output - 

DA1

DA2
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Power Supply
12-48VDC
Constant Voltage

Single color LED strip 
+

Single color LED strip 
+

Single color LED strip 
+

Single color LED strip 
+

• DO NOT install with power applied to device.
• DO NOT expose the device to moisture.  

Safety & Warnings

DALI control

This product is designed with 4 DALI address input and 4 channel output. 
DALI address is assigned by DALI Master controller automatically, please refer to user manuals of compatible DALI Masters for speci�c operations. 

Technical Parameters

Mechanical Structures and Installations

Dimming range 0 -100%

Input signal  

PWM Frequency   

Input and Output

Gross weight

Size

Package

Safety and EMC

Certi�cation DALI-2,CE,LVD

EN 62368-1:2020+A11:2020Safety standard(LVD)

Warranty

 5 years  Warranty

Dimming data

L178 x W50 x H38mm

0.132kg
Output power

Output voltage

Output current

Input voltage

Input current

DALI

Output type

Dimming curve Logarithmic

2000Hz (default)

Operation temperature

Environment 

Ta: -30 OC ~ +55 OC

Case temperature (Max.) Tc: +85 OC

Wiring Diagram

4 Channel Constant Voltage DALI LED Dimmer 

4 x 60W  @12V 4x120W@24V
4 x 108W@36V 4x144W@48V

4x5A@12/24V
4x3A@36/48V

DALI Master

DALI Bus 
Power Supply

DA4 DALI

27mm

175mm

160mm

45mm
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