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Specifikdcie produktu

NANE: DIMMER
MODEL: XDIMMER-1CH-N

Zhrnutie
Stmievac je ovldda¢, ktory umoziiuje plynulé nastavenie jasu. Ovlddanie je pomocou otoéného gombika, takie mozete nastavit svetlo na

pozadovanu uroven jasu podfa vasich potrieb.

Technické parametre
® Pracovna teplota: -20-60°C
® Napajacie napatie: DC5V, 12-24V volitelné (poZadované napatie uvedte v objednavkovom formulari)
® Vystup: 1 kanal
® Vonkajsie rozmery: D 89 x § 59 x V 35 mm
® Rozmery balenia: D96 x $64 x V65 mm
o Cista hmotnost: 85 g
® Hruba hmotnost: 110 g
® Staticka spotreba energie: &lt;1 W
® Vystupny prud: &lt;8 A
® \/ystupny vykon: 5 V&It;40 W, 12 V&It;96 W, 24 V&It;192 W
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Vonkajsie rozmery
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Specifikacie rozhrania

Rozhranie napajacieho vstupu:

DC12-24V.8A

Pouzite samcie a samicie konektory so skrutkou.
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Rozhranie vystupného zatazenia:

DC12-24V.8A

| e ——

Pouzite samcie a samicie konektory so skrutkou.
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Pokyny na pouzitie

Najskor pripojte vodi¢ zatazenia, potom napéjaci vodi¢. Pred zapnutim napajania sa uistite; Ze medzi pripajanymi
vodi¢mi nemoéze dojst ku skratu.

2. Poutite ototné tlacidlo, ktoré ma nasleduijice funkcie:
Otoc¢enim tla¢idla doprava sa jas zvysi, ked ho otocite dplne doprava, jas bude najvyssi.
Otocenim tlacidla dolava sa jas znizi, pri oto¢eni tplne dolava sa svetlo vypne.

Typické pouzitie

POWER OUTPUT

|

DC12V

FOWER SUPPLY
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Product Specifications

NANE: DIMMER
MODEL: XDIMMER-1CH-N
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Summarization
Dimmer is a controller that it can adjust brightness infinitely,its control mode is knob-operated control, you
could adjust light to the appropriate lighting brightness in accordance with your actual need.

Technical parameters
e Working temperature: -20-60 ‘C
e Supply voltage: DC5V, 12-24V optional(specify the required voltage on order form)
e Output: 1 channel
e External dimension: L89 X W59 X H35 mm
e Packing size: L96 X W64 X H65 mm
e Net weight: 85 g
e Gross weight: 110g
e Static power consumption: <1 W
e Output current: <8 A
e Power output: 5V<40W, 12V<96W,24V<192W
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External Dimension
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Interface Specifications

Power input interface:

DC12-24V.8A

Adopt male and female connector with screw.

Load output interface:

DC12-24V.8A

Adopt male and female connector with screw.
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Direction for use

1.

Connect the load wire at first, following by the power wire; Please ensure short circuit can not
occur between connecting wire before you turn on the power;

2. Adopt rotary button,its function as follows:

Rotate button to the right,brightness will be brighter,when you rotate it to the far right,the
brightness is greatest.

Rotate button to the left,brightness will be darker,when you rotate it to the far left,the light will be
turned off.

Typical Applications

POWER OQUTPUT
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POWER SUPPLY
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