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3 Vložte snímaciu hlavicu do otvoru
2 Prevlečte koncový vodič otvorom a rozložte vodič.1 Vyvŕtajte otvor s priemerom 11 mm.

EB(C) , ED(C)

Ručné ovládanie / ovládanie dverí Infračervená bezdrôtová snímacia 
hlava

 Senzor 

Model Názov produktu Obrázok produktu Veľkosť Údaje senzora

EB(C)

Bezdrôtová infračervená 
snímacia hlava s ručným 
snímaním

32,3

31,5

10,5 mm 13 mm
Citlivé pole:≤ 10 cm Citlivý 
uhol: 15–30

33 mm

ED( C)
Bezdrôtová infračervená 

snímacia hlava dverí

22,5

Citlivé pole:≤ 8 cm Citlivý 
uhol: 15-30

Vlastnosti

● Napájané nízkym napätím 5 V DC, výstupná úroveň 5 V alebo PWM signál.

● Možno použiť s napájacím zdrojom s konštantným napätím a stmievaním LED.

● Použite na osvetlenie skríň, šatníkov, vinoték a iných priestorov.

● Výstupná frekvencia PWM: 2000 Hz.

Definícia senzorového vodiča

Napájanie+

Dĺžka vodiča: 1 meter

Inštalácia snímacej hlavy

● Skrytá inštalácia:

+
S

Úroveň 5 V alebo signál 
PWM, vysoká úroveň je 
zapnutá, nízka úroveň je 
vypnutá

Napájanie –
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1 Rozložte karabínu a koncový drôt. 2 Vložte snímaciu hlavicu do karabíny.

● Metóda povrchovej montáže:

Aplikácia snímacej hlavy

EB(C): Infračervená bezdrôtová snímacia hlava s ručným snímaním

Vykonajte kyvadlový pohyb na prednom konci snímacej hlavy: pri pohybe rukou 
sa svetlo postupne zapne;
pri ďalšom pohybe ruky sa svetlo postupne zhasína.

Držte ruku pred snímačom dlhšie ako 2 sekundy: jas sa neustále zvyšuje alebo znižuje,
zakaždým, keď ruku odstránite a potom znovu podržíte, jas sa zmení v 
opačnom smere.

ED(C): Infračervená bezdrôtová snímacia hlava dverí

Dvere slúžia ako odrazový objekt.
Inštaluje sa na vonkajšom okraji dverí skrine, približne 1 cm od vonkajšieho okraja.

Keď sa dvere otvoria alebo pred snímačom nie je žiadna prekážka, svetlo sa 
postupne zapne.
Keď sa dvere zatvoria alebo sa pred snímačom objaví prekážka, svetlo sa 
postupne vypne.

Zoznam balenia

Indukčná snímacia hlava 1 
ks

Návod na 
použitie 1 
ks

Karabína 1 
ks

Skrutka 
2 ks

3 Karabínu zaistite skrutkami.
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S  �eensitive ld: ≤10cm 

ensitive�angle: 15-30S

S  �eensitive ld: ≤8cm 

ensitive�angle: 15-30S

● Powered by low voltage 5VDC, output 5V level or PWM signal. 

● Can be used with constant voltage LED dimming power supply.

● Apply to cabinet, closet, wine cabinet and other lighting.

●  Output PWM frequency: 2000Hz.

Wire length:1 meter
S

+

 

Powerinput+

Powerinput -

Size
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Sensor 
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Sensor Wire De�ne

                  

Model Product name Product picture Sensor data 

Infrared wireless 
door sensing headED(   )

Features

Sensing Head Installation

EB(C)

Infrared wireless 
hand sweep sensing head

C

5V level or PWM signal, 
high is ON, low is OFF

● �Concealed installation:

1� Drill 11mm diameter hole. 2� Pass the terminal wire through the hole 
    and lay out the wire. 3� Place the sensing head into the hole

32.3mm

31.5mm

13mm

1
8
m

m

33mm

22.5mm

10.5mm

EB(C) , ED(C)

Hand Sweep / Door Control Infrared wireless Sensing Head
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 ED(C): Infrared wireless door sensing headEB(C): Infrared wireless�hand�sweep sensing head

Sensing Head Application

● �Surface mounting method:

Packing List

Carabiner
1 pcs

Induction sensor head
1 pcs 

User manual
1 pcs 

Screw
2 pcs

1��Lay out the carabiner and terminal wire. 3� Secure the carabiner with screws.2� Place the sensing head into the carabiner.

Use the door as a reflection object. 
It is installed at the outer edge of the cabinet door, about 1cm away from 
the outer edge. 

When the door open, or no obstacle in front of the sensing head, 
the light turn on gradually; 
When the door close, or obstacle in front of the sensing head, 
the light turn off gradually.

Make pendulum action at the front end of the sensing head:
when hand sweep, the light turn on gradually; 
when hand sweep again, the light turn off gradually.

Hold your hand in front of the sensing head for more than 2 seconds:
The brightness increases or decreases continuously, 
the each time the hand is removed and then held again, 
the brightness changes in the opposite direction.
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