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110/220 V AC
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12-24 V DC
NAPÁJANIE

3 0,5 cm ≤ Rozsah detekcie ≤ 10 cm

Funkcie

Funkcia Svetlá sa zapnú/vypnú pri 
otvorení/zatvorení dverí.

Výstupné napätie 12 V – 24 V DC

Rozsah detekcie 0,5 cm ≤ Rozsah detekcie ≤ 10 cm.

Schéma zapojenia

Prevádzka

Svetlá sa zapnú/vypnú pri otvorení/zatvorení dverí.
Snímač IR zapne LED svetlo pri otvorení dverí a vypne LED svetlo pri zatvorení dverí.
Detekčný rozsah je 10 cm od senzora k dverám.
Senzorový spínač zapne alebo vypne LED svetlo pomocou vyššie uvedených opakovaných krokov.

Kroky inštalácie

Pripojte napájanie Upevnite držiak pomocou 2 skrutiek (M3
x8) na drevenej doske, vo vzdialenosti do 10 
cm od detektora k dverám skrine.

Svetlá sa zapnú/vypnú pri 
otvorení/zatvorení dverí.

Poznámka: Pri pripájaní káblov si prečítajte označenie na vodiči.
Funkcia/program môže byť prispôsobený rôznym potrebám, napríklad dlhšiemu času prevádzky atď.

Model IR006-D

Vstupné napätie 12 V – 24 V DC

Zaťaženie Zaťaženie okolo 48 W pre 12 V, 96 W pre 24 V.
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Montáž na povrch1–3 m17,4*15,7ČiernaA1715

Montáž na povrch1–3 m19,9*18,5HliníkA1920

Odporúčané profily/voliteľné

Model Farba Veľkosť 
(mm)

Dĺžka Výkres Fotografia Inštalácia

Odporúčané pásy/voliteľné
Všeobecný popis

K dispozícii v maximálnom napätí 12/24 V DC
K dispozícii sú LED pásy CRI80 a CRI90
Pracovná teplota: -20 °C až +50 °C
Veľmi jasné a nízka spotreba energie
LED svetlá s dlhou životnosťou, viac ako 50 000 hodín
Lepiaca zadná strana, odlepte a nalepte
K dispozícii sú IP20, IP65, IP67

Farebné spektrum (CRI90)

Elektronické a výstupné údaje

SMD2835, 60 LED/m

Veľkosť (mm) Farba CRI Foto Počet LED/m Lumen/m Napätie (V) Výkon (W/m) Balenie (m/kotúč)

W W  1000
L5000*W8*H1,5 N W 90 60 1100 12/24 V 14,4 5

C W 1200

SMD2835, 120 LED/m

Veľkosť (mm) Farba CRI Foto Počet LED/m Lumen/m Napätie (V) Výkon (W/m) Balenie (m/kotúč)

W W  1300
L5000*W10*H1,5 N W 90+ 120 1400 12/24 V 14,4 5

C W 1500

SMD2110, 280 LED/m

Veľkosť (mm) Farba CRI Foto Počet LED/m Lumen/m Napätie (V) Výkon (W/m) Balenie (m/kotúč)

W W  1420
L5000*W10*H1,5 N W 90 280 1460 24V 19,2 5

C W 1510

Povrchová montáž1–3 m17,4*82BielaA1707

translated by Deepl Translator

mailto:sales@surmountor.com


Specifica�on of  IR Series

Model

Func�ons

Connec�on Diagram

IR006-D

Input Voltage

Opera�on

12V–24V DC
Output Voltage 12V–24V DC
Input Current 4A
Detec�on Range 0.5cm≤Detec�on Range≤10cm.
Load Around Load around 48W for 12V, 96W for 24V.

+

-

N

L
110/220V AC12-24V DC

POWER SUPPLY

Lights will be ON/OFF when open/close the door.
The IR sensor switch will turn on the LED light when the door is open and will turn off the LED light
when the door is closed.
Detec�on range is 10cm from the sensor detector to the door.
The sensor switch will turn on or off the LED light with above repeatable steps. 

Opera�ons

Connect the power supply Fix the holder part with 2 screws( M3
x8) on the wooden plate, within 10cm 
from the detector head to the 
wardrobe door.

Lights will be ON/OFF when 
open/close the door.

Installa�on Steps

1 2 3

Note: Please read the tag on the wire when connecting cables.
          The function/program can be customized, made upon different needs, such as longer time for stay on, etc.

Lights will be ON/OFF when 
open/close the door.

0.5cm≤Detec�on Range≤10cm
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Model Color Size(mm) Drawing Photo Installa�on

Surface moun�ng

Surface moun�ng

A1707 White 17.4*82

17.4*15.7

Length

1–3m

1–3mBlackA1715

Surface moun�ng19.9*18.5 1–3mAluminumA1920

Specifica�on of  IR Series

Recommened Profiles/Op�onal

Electronic & Output Data

SMD2835, 60 LEDS/m

Size (mm)

L5000*W8*H1.5 NW
WW

CW
90+ 60

1000
1100
1200

12/24V 14.4 5

Color CRI Photo LED Qty/m Lumen/m Voltage (V) Power (W/m) Packing (m/reel)

General descrip�on

Available in 12/24V DC maximum
CRI80 & CRI90 LED Strip are available
Working temperature: -20°C to +50°C
Very bright & low power consump�on
Long life span LED lights, more than 50,000 hours
Adhesive back, peel & s�ck
IP20, IP65, IP67 are available

Recommened Strips/Op�onal

Color Spectrum (CRI90) 

SMD2835, 120 LEDS/m

Size (mm)

L5000*W10*H1.5 NW
WW

CW
90+ 120

1300
1400
1500

12/24V 14.4 5

Color CRI Photo LED Qty/m Lumen/m Voltage (V) Power (W/m) Packing (m/reel)

SMD2110, 280 LEDS/m

Size (mm)

L5000*W10*H1.5 NW
WW

CW
90+ 280

1420
1460
1510

24V 19.2 5

Color CRI Photo LED Qty/m Lumen/m Voltage (V) Power (W/m) Packing (m/reel)
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