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Špecifikácia série TD

Funkcie

Funkcia
Automatické zapnutie/vypnutie pri 
prechode ruky.
S funkciou stmievania a pamäťou.

Výstupné napätie 12 V – 24 V DC

Rozmer 55*10 mm

Rozsah detekcie 0,5 cm ≤ dĺžka ≤ 10 cm

Schéma pripojenia

Prevádzka
LED pásik je pôvodne vypnutý a LED dióda na senzore PCB svieti, keď je napájanie zapnuté.
Svetlo sa rozsvieti, keď ruka prejde nad infračerveným senzorom v dosahu 10 cm, a zhasne, keď ruka prejde znovu.
Držte ruku nad IR senzorom viac ako 3 sekundy, aby ste nastavili jas LED diódy od 1 % do 100 %.
IR senzor si zapamätá stav jasu LED diódy pri napätí DC12V−24V.
Spínač IR senzora zapne alebo vypne LED svetlo pomocou vyššie uvedených opakovaných krokov.

Kroky inštalácie

Pripojte vodiče k vstupnému a 
výstupnému koncu ovládacej dosky.

V kryte PC vyvŕtajte otvor s priemerom 8 
mm. Detekčnú hlavicu
do otvoru s priemerom 8 mm.

Pracovný stav.

Model IR012D

Vstupné napätie 12 V – 24 V DC

Zaťažiteľnosť 96 W pre 12 V a 192 W pre 24 V

Φ8 mm
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A2507 Čierna 23,7*8,2 1–3 m Zápustná montáž

F003 Hliník 19,71*7,61 1–3 m Povrchová montáž

Špecifikácia série TD

Odporúčané profily/voliteľné

Model Farba Veľkosť 
(mm)

Dĺžka Kresba Foto Inštalácia

Odporúčané pásy/voliteľné
Všeobecný popis

K dispozícii v maximálnom napätí 12/24 V DC
K dispozícii sú LED pásky CRI80 a CRI90
Pracovná teplota: -20 °C až +50 °C
Veľmi jasné a nízka spotreba energie
LED svetlá s dlhou životnosťou, viac ako 50 000 hodín
Lepiaca zadná strana, odlepiteľná a nalepiteľná
K dispozícii sú IP20, IP65, IP67

Farebné spektrum (CRI90)

Elektronické a výstupné údaje

SMD2835, 60 LED/m

Veľkosť (mm) Farba CRI Foto Počet LED/m Lumen/m Napätie (V) Výkon (W/m) Balenie (m/kotúč)

W W  1000
L5000*W8*H1,5 N W  90 60 1100 12/24 14,4 5

C W  1200

SMD2835, 120 LED/m

Veľkosť (mm) Farba CRI Foto Počet LED/m Lumen/m Napätie (V) Výkon (W/m) Balenie (m/kotúč)

W W  1300
L5000*W10*H1,5 N W  90 120 1400 12/24 14,4 5

C W  1500

SMD2110, 280 LED/m

Veľkosť (mm) Farba CRI Foto Počet LED/m Lumen/m Napätie (V) Výkon (W/m) Balenie (m/kotúč)

W W  1420
L5000*W10*H1,5 N W  90 280 1460 24 19,2 5

C W  1510

Povrchová montáž1–3 m17,4*82BielaA1707
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Specifica�on of  TD Series

Automa�cally switch ON/OFF when 
the hand passes over. 
with dimming and memory func�on.

Model

LED strip is originally “off” and the led indicate light on the sensor PCB is “on” when the power is connected on.
The light will be on when hand passing over the IR sensor switch within 10cm detec�on range, and will be off when hand 
passing over again.
Hold the hand over the IR sensor more than 3s to adjust the Led brightness dimming from 1% to 100%.
The IR sensor will memorize the status of the Led brightness in DC12V−24V.
The IR sensor switch will turn on or off the led light with above repeatable steps.

Func�ons

Connec�on Diagram

Opera�ons

Installa�on Steps

Connect wires to the input end and 
output end of the conctrol PCB.

Drill a hole with a diameter of 8mm 
in PC cover, Place the detector head 
into the hole with a diameter of 8mm.

Working Status.

IR012D

Input Voltage

Opera�on

12V–24V DC
Output Voltage 12V–24V DC
Input Current 8A
Dimension 55*10mm
Load Around 96W for 12V, and 192W for 24V

LED+V+

LED-V-

N

L
110/220V AC12-24V DC

POWER SUPPLY

Detec�on Range 0.5cm≤Length≤10cm

Φ8mm
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Model Color Size(mm) Drawing Photo Installa�on

Surface moun�ng

Recessed moun�ng

A1707 White 17.4*82

23.7*8.2

Length

1–3m

1–3mBlackA2507

Surface moun�ng19.71*7.61 1–3mAluminumF003

Specifica�on of  TD Series

Recommended Profiles/Op�onal

General descrip�on

Available in 12/24V DC maximum
CRI80 & CRI90 LED Strip are available
Working temperature: -20°C to +50°C
Very bright & low power consump�on
Long life span LED lights, more than 50,000 hours
Adhesive back, peel & s�ck
IP20, IP65, IP67 are available

Recommended Strips/Op�onal

Color Spectrum (CRI90) 

Electronic & Output Data

SMD2835, 60 LEDS/m

Size (mm)

L5000*W8*H1.5 NW
WW

CW
90+ 60

1000
1100
1200

12/24 14.4 5

Color CRI Photo LED Qty/m Lumen/m Voltage (V) Power (W/m) Packing (m/reel)

SMD2835, 120 LEDS/m

Size (mm)

L5000*W10*H1.5 NW
WW

CW
90+ 120

1300
1400
1500

12/24 14.4 5

Color CRI Photo LED Qty/m Lumen/m Voltage (V) Power (W/m) Packing (m/reel)

SMD2110, 280 LEDS/m

Size (mm)

L5000*W10*H1.5 NW
WW

CW
90+ 280

1420
1460
1510

24 19.2 5

Color CRI Photo LED Qty/m Lumen/m Voltage (V) Power (W/m) Packing (m/reel)
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