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Špecifikácia série LSS

Funkcie

Schéma pripojenia

Funkcia
 Pohybový senzor so svetelným senzorom LSS002 sa montuje do svietidiel.

 Vypne LED svetlo počas dňa a automaticky zapne LED svetlo, keď sa v noci človek priblíži na vzdialenosť 2 metrov.

 Svietidlo vybavené LSS002 zostane zapnuté, ak sa ľudské telo nachádza v dosahu snímača (2 metre) v noci, a vypne sa 40 sekúnd po tom, ako sa 
ľudské telo vzdiali viac ako 2 metre v noci.

 Nastaviteľný rozsah svetelného senzora: 2-60 luxov.

Kroky inštalácie

Pripojte vodiče k vstupnému koncu a 
pripojte LED pásik k výstupnému koncu

Nainštalujte senzor do hliníka pomocou 
obojstrannej lepiacej pásky

Vytvorte otvor s priemerom 10,5 mm na kryte 
PC

Vložte hlavicu detektora do otvoru s 
priemerom 10,5 mm

Kliknite na kryt PC na hliníkovom ráme   . Pracovný stav

Model LSS002

Prevádzka Automatické zapnutie/vypnutie

Vstupné napätie 12 V – 24 V DC

Oneskorenie Približne 40 sekúnd

Vstupný prúd Max. 8 A

Rozsah luxov 2~60 lux

Rozsah detekcie ≤2 metre

Rozmer 57*10 mm

1

Hliník

2
3

4 5 6

Poznámka: Funkcia/program je možné prispôsobiť podľa rôznych potrieb, napríklad dlhšia doba zapnutia atď.
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Montáž na povrch1–3 m17,4*15,7ČiernaA1715

Montáž na povrch1–3 m19,9*18,5HliníkA1920

Špecifikácia série IR

Odporúčané profily/voliteľné

Model Farba Veľkosť 
(mm)

Dĺžka Výkres Foto Inštalácia

Odporúčané lišty/voliteľné
Všeobecný popis

 K dispozícii v maximálnom napájaní 12/24 V DC
 K dispozícii sú LED pásky CRI80 a CRI90
 Pracovná teplota: -20 °C až +50 °C
 Veľmi jasné a nízka spotreba energie
 LED svetlá s dlhou životnosťou, viac ako 50 000 hodín
 Lepiaca zadná strana, odlepiteľná a nalepiteľná
 K dispozícii sú IP20, IP65, IP67

Farebné spektrum (CRI90)

Elektronické a výstupné údaje

SMD2835, 60 LED/m

Približne 40 sekúnd
SMD2835, 120 LED/m

Veľkosť (mm) Farba CRI Foto Počet LED/m Lumen/m Napätie (V) Výkon (W/m) Balenie (m/kotúč)

W W  1300
L5000*W10*H1,5 N W  90 120 1400 12/24 V 14,4 5

C W  1500

SMD2110, 280 LED/m

Veľkosť (mm) Farba CRI Foto Počet LED/m Lumen/m Napätie (V) Výkon (W/m) Balenie (m/kotúč)

W W  1420
L5000*W10*H1,5 N W  90 280 1460 24 19,2 5

C W  1510

Povrchová montáž1–3 m17,4*82BielaA1707

Veľkosť (mm) Farba CRI Foto Počet LED/m Lumen/m Napätie (V) Výkon (W/m) Balenie (m/kotúč)

W W  1000
L5000*W8*H1,5 N W  90 60 1100 12/24 V 14,4 5

C W  1200
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Specifica�on of  LSS Series

Automa�cally ON/OFF
Model

Func�ons

Connec�on Diagram

LSS002

Input Voltage
Opera�on

12V–24V DC
Delay Time  About 40 seconds
Input Current 8A Max
Lux Range 2~60 lux
Detec�on Range
Dimension

  ≤2 meters
57*10mm

Mo�on sensor with light Sensor Switch LSS002 is to be assembled into ligh�ng fixtures. 
It will turn off the LED light at day �me and turn on the LED light automa�cally when human moves within 2 meters at night. 

The ligh�ng fixture equipped with LSS002 will stay on if the human body stays within detec�on range (2 meters)from the 
sensor at night and will turn off in 40 seconds a�er human body moves away more than 2 meters at night.

Opera�ons

Light sensor switch adjustable range: 2-60 lux.

Installa�on Steps

LED+V+

LED-

+

WV-

N

L
110/220V AC12-24V DC

POWER SUPPLY

Cut a φ10.5mm hole on the PC coverInstall the sensor into the aluminum
with double sided adhesive tape

Connect wires to the input end and
connect LED strip to the output end

Aluminium

Put the detector head into the
φ10. 5mm hole

Click the PC cover to the aluminium Working Status

Note: The function/program can be customized, made upon diferent needs, such as longer time for stay on, etc.
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Model Color Size(mm) Drawing Photo Installa�on

Surface moun�ng

Surface moun�ng

A1707 White 17.4*82

17.4*15.7

Length

1–3m

1–3mBlackA1715

Surface moun�ng19.9*18.5 1–3mAluminumA1920

 About 40 seconds

Specifica�on of  IR Series

Recommened Profiles/Op�onal

Electronic & Output Data

SMD2835, 60 LEDS/m

Size (mm)

L5000*W8*H1.5 NW
WW

CW
90+ 60

1000
1100
1200

12/24V 14.4 5

Color CRI Photo LED Qty/m Lumen/m Voltage (V) Power (W/m) Packing (m/reel)

General descrip�on

Available in 12/24V DC maximum
CRI80 & CRI90 LED Strip are available
Working temperature: -20°C to +50°C
Very bright & low power consump�on
Long life span LED lights, more than 50,000 hours
Adhesive back, peel & s�ck
IP20, IP65, IP67 are available

Recommened Strips/Op�onal

Color Spectrum (CRI90) 

SMD2835, 120 LEDS/m

Size (mm)

L5000*W10*H1.5 NW
WW

CW
90+ 120

1300
1400
1500

12/24V 14.4 5

Color CRI Photo LED Qty/m Lumen/m Voltage (V) Power (W/m) Packing (m/reel)

SMD2110, 280 LEDS/m

Size (mm)

L5000*W10*H1.5 NW
WW

CW
90+ 280

1420
1460
1510

24V 19.2 5

Color CRI Photo LED Qty/m Lumen/m Voltage (V) Power (W/m) Packing (m/reel)
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