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Vstupný prúd 4

Senzorový spínač

Výstup

Vstup

Funkcie

Ovládanie Zapnutie/vypnutie, funkcia 
stmievania a pamäť

Výstupné napätie 12 V – 24 V DC

Dĺžka vstupného a výstupného kábla 1 m (dĺžku je možné objednať)

Schéma pripojenia

LED lampa

Operácie
S pamäťovým externým spínačom zapnutia/vypnutia a stmievačom:

① Pôvodne „Vypnuté pri pripojení napájania.

② Rýchlym dotykom (časom kratším ako 550 ms) môžete svetlo zapnúť/vypnúť. Jedným dotykom zapnete, ďalším dotykom vypnete.
Lampa svieti na 90 % svojho výkonu, keď je zapnutá.

③ Podržaním dotyku (čas je nad 550 ms) môžete nekonečne nastavovať jas. Keď je lampa zapnutá, podržaním dotyku na 3 sekundy
nekonečne znížite jas na minimum. Keď je lampa vypnutá, podržaním dotyku na 3 sekundy nekonečne zvýšite jas na 100 %.

④ Rýchle dotykové ovládanie a podržanie dotyku je možné zvoliť kedykoľvek bez akéhokoľvek kolízie. Tento senzor si zapamätá stav
stmievania v rozsahu 12 V – 24 V DC.

Kroky inštalácie 

Kroky inštalácie

KROK 1
Vyvŕtajte otvor s priemerom 18 mm na skrini

KROK 1
Vložte hlavicu detektora do otvoru s 
priemerom 18 mm.

KROK 1
Pripojte vodiče k vstupnému a výstupnému koncu 
LED svietidla.

KROK 1
Pracovný stav

Upozornenie
Počas testovania je zakázané držať senzor jednou rukou a druhou rukou sa ho dotýkať.
Tento senzor nemožno inštalovať na vodivé materiály.

Model TD004AM

Vstupné napätie 12 V – 24 V DC

Zaťaženie 48 W pre 12 V a 96 W pre 24 V

φ18 mm φ18 mm 

φ22 mm

&lt;0,55 s=ZAP/VYPN
&gt;0,55 s=DIM (3 %–100 %)

Poznámka: Pri pripájaní káblov si prečítajte štítok na kábli; Funkcia/program sa dá prispôsobiť podľa rôznych potrieb.
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A2507 Čierna 23,7*8,2 1–3 m Zápustná montáž

F003 Hliník 19,71*7,61 1–3 m Povrchová montáž

Odporúčané profily/voliteľné

Model Farba Veľkosť 
(mm)

Dĺžka Kresba Fotografia Inštalácia

Odporúčané pásy/voliteľné
Všeobecný popis

K dispozícii v maximálnom napätí 12/24 V DC
K dispozícii sú LED pásy CRI80 a CRI90
Pracovná teplota: -20 °C až +50 °C
Veľmi jasné a nízka spotreba energie
LED svetlá s dlhou životnosťou, viac ako 50 000 hodín
Lepiaca zadná strana, odlepte a nalepte
K dispozícii sú IP20, IP65, IP67

Farebné spektrum (CRI90)

Elektronické a výstupné údaje

SMD2835, 60 LED/m

Veľkosť (mm) Farba CRI Foto Počet LED/m Lumen/m Napätie (V) Výkon (W/m) Balenie (m/kotúč)

W W  1000
L5000*W8*H1,5 N W 90 60 1100 12/24 14,4 5

C W 1200

SMD2835, 120 LED/m

Veľkosť (mm) Farba CRI Foto Počet LED/m Lumen/m Napätie (V) Výkon (W/m) Balenie (m/kotúč)

W W  1300
L5000*W10*H1,5 N W 90 120 1400 12/24 14,4 5

C W 1500

SMD2110, 280 LED/m

Veľkosť (mm) Farba CRI Foto Počet LED/m Lumen/m Napätie (V) Výkon (W/m) Balenie (m/kotúč)

W W  1420
L5000*W10*H1,5 N W 90+ 280 1460 24 19,2 5

C W 1510

Montáž na povrch1–3 m17,4*82BielaA1707
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Specifica�on of  TD Series

ON / OFF, dimming func�on 
and memory

Model

With memory external switch on/off and dimmer:

 Originally“Off when the power is connected.
Quick touch(�me is less than 550ms) can turn ON/OFF the light. One touch to turn on;touch again to turn off .
The lamp is 90% bright when it is on.
Hold on touching (�me is above 550ms) can adjust the brightness endlessly. It willreduce the brightness endlessly 
to the minimum in 3 seconds holding on when the light ison. It will increase the brightness endlessly to 100% in 3 
seconds holding on when thelight is off.
Quick touch and hold on touching can be chosen any�me without any collision.This sensor will memorize the status 
of the dimming in 12V–24VDC.

Func�ons

Connec�on Diagram

Opera�ons

Installa�on Steps

TD004AM

Input Voltage

Opera�on

12V–24V DC
Output Voltage 12V–24V DC
Input Current 4A
Input and output cable length 1m (length can be ordered)
Load Around 48W for 12V, and 96W for 24V

①①

②②

③③

④④

LED Lamp

Output

Sensor Switch

Input

Installa�on Steps

Note: Please read the tag on the wire when connecting cables; The function/program can be customized, made upon different needs.

During tes�ng, it is forbidden to hold the sensor with one hand while touching with another hand. 
No�ce

This sensor cannot be installed on conduc�ve materials.

STEP 1
Drill a diameter 18mm hole on the cabinet

STEP 1
Put the detector head into the diameter
18mm hole

φ18 mm φ18 mm

φ22 mm

STEP 1
Connect wires to the input end and output
end of the LED light

STEP 1
Working status

<0.55 s=ON/OFF
>0.55 s=DIM (3%–100%)
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Model Color Size(mm) Drawing Photo Installa�on

Surface moun�ng

Recessed moun�ng

A1707 White 17.4*82

23.7*8.2

Length

1–3m

1–3mBlackA2507

Surface moun�ng19.71*7.61 1–3mAluminumF003

Specifica�on of  TD Series

Recommended Profiles/Op�onal

General descrip�on

Available in 12/24V DC maximum
CRI80 & CRI90 LED Strip are available
Working temperature: -20°C to +50°C
Very bright & low power consump�on
Long life span LED lights, more than 50,000 hours
Adhesive back, peel & s�ck
IP20, IP65, IP67 are available

Recommended Strips/Op�onal

Color Spectrum (CRI90) 

Electronic & Output Data

SMD2835, 60 LEDS/m

Size (mm)

L5000*W8*H1.5 NW
WW

CW
90+ 60

1000
1100
1200

12/24 14.4 5

Color CRI Photo LED Qty/m Lumen/m Voltage (V) Power (W/m) Packing (m/reel)

SMD2835, 120 LEDS/m

Size (mm)

L5000*W10*H1.5 NW
WW

CW
90+ 120

1300
1400
1500

12/24 14.4 5

Color CRI Photo LED Qty/m Lumen/m Voltage (V) Power (W/m) Packing (m/reel)

SMD2110, 280 LEDS/m

Size (mm)

L5000*W10*H1.5 NW
WW

CW
90+ 280

1420
1460
1510

24 19.2 5

Color CRI Photo LED Qty/m Lumen/m Voltage (V) Power (W/m) Packing (m/reel)
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