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Fade-in Fade-out Push+RF LED stmievač

● Fade-in Fade-out LED stmievač s plynulým efektom stmievania pre jemný štart a zastavenie.

● Rýchlosť stmievania je možné nastaviť pomocou potenciometra, na výber je 1S, 3S, 5S, 10S, 20S.

● Pripojte pomocou samonastaviteľného kovového tlačidla alebo tlačidla, aby ste dosiahli funkciu 
zapnutia/vypnutia a stmievania 0-100 %.

● Tlačidlo môže prijať kladný alebo záporný spúšťací signál.

● Možnosť kombinácie s diaľkovým ovládaním stmievania RF 2,4G pre jednu alebo viacero zón.

● Ochrana proti prehriatiu / preťaženiu / skratu, automatické obnovenie.

 RF  DIM 

Technické parametre

Vstup a výstup Údaje o stmievaní Bezpečnosť a EMC

Vstupné napätie 12–48 V DC Vstupný signál RF 2,4 GHz+ Push Dim
Norma EMC EN IEC 55015/EN IEC 61547

Vstupný prúd 8A Ovládacie 
vzdialenosť

30 m (bezbariérový priestor) ETSI EN 301 489-1/-3

Výstupné napätie

Výstupný prúd 

Výstupný výkon

12–48 V DC

1CH, 8 A

96–384 W

Stmievanie stupnice 

sivej farby Rozsah 

stmievania Krivka 

stmievania

4096 (2^12) úrovní

0 -100

Logaritmický

Bezpečnostná 

norma Certifikácia 

rádiových zariadení

EN 61347-1/-2 ETSI 

EN 300 440 CE 

RoHS

Typ výstupu Konštantné napätie

Záruka a ochrana

Frekvencia PWM 2000 Hz 
(predvolené)

Balík

Prostredie

Prevádzková teplota Ta: -20 
O

 C~ +55 
O

 C

Záruka 5 rokov Rozmer Dĺžka 114 x šírka 38 x výška 
26 mm

Teplota puzdra (max.) Tc: +85 
O

 C

Ochrana automatické obnovenie, skrat, prehriatie, 
preťaženie Hrubá hmotnosť 0,053 kg Krytí IP IP20

Mechanické konštrukcie a inštalácie

Indikátor RUN LED LED výstup –

Zapnutie/vypnutie svetla Rýchlosť stmievania
Otočením gombíka môžete prepínať rýchlosť stmievania. Keď je rýchlosť stmievania nastavená na 1/3/5/10/20 s, indikátor RUN LED bude blikať 1/2/3/4/5 krát. 
(Poznámka: Východisková hodnota času zapnutia/vypnutia stmievania je 1 s.)

5 5 5 5S 5S

1S 3S 5S 10S 20S

Schéma zapojenia

● Pripojte pomocou samonastaviteľného kovového tlačidla, kladný spúšťací vstup.

Stlačením tlačidla prepínate alebo nastavujete jas, indikátor tlačidla svieti neustále.

Tlačidlo tlačidlo -

Tlačidlo tlačidlo +

Inštalačný stojan

gombík potenciometer 
pre rýchlosť stmievania

LED výstup + 

Napájací vstup - 

Napájací vstup +

Inštalačný rack

18 mm
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● Pripojte pomocou samonastaviteľného kovového tlačidla, kladný spúšťací vstup.

Stlačením tlačidla prepínate alebo nastavujete jas, indikátor tlačidla sa rozsvieti po stlačení.

● Pripojte pomocou samozamykacieho kovového tlačidla.
Stlačením tlačidla zapnete alebo vypnete ovládač, indikátor tlačidla sa po stlačení rozsvieti. Pomocou diaľkového ovládača 
RF môžete voliteľne nastaviť jas.

● Pripojte pomocou tlačidlového panela, záporný spúšťací vstup. 
Stlačte panel, aby ste prepínali alebo nastavovali jas.

Match Diaľkové ovládanie
Match:
Vypnite napájanie a potom ho znovu zapnite.
Okamžite stlačte tlačidlo zapnutia/vypnutia (diaľkový ovládač jednej zóny) alebo tlačidlo zóny (diaľkový ovládač viacerých zón) na diaľkovom 
ovládači 3-krát. Svetlo zabliká 3-krát, čo znamená, že párovanie bolo úspešné.

Vymazať:
Vypnite napájanie a potom ho znovu zapnite.
Okamžite stlačte 5-krát tlačidlo zapnutia/vypnutia (diaľkový ovládač pre jednu zónu) alebo tlačidlo zóny (diaľkový ovládač pre viacero zón) na 
diaľkovom ovládači. Svetlo bliká 5-krát, čo znamená, že všetky spárované diaľkové ovládače boli vymazané.

Funkcia stlačenia stmievania

Dodávané rozhranie Push-Dim umožňuje jednoduché stmievanie pomocou bežne dostupného nezamykateľného (momentálneho) 

nástenného vypínača alebo kovového tlačidla.

● Krátke stlačenie:
Zapnutie alebo vypnutie 

svetla.

● Dlhé stlačenie (1–6 s):
Stlačte a podržte pre plynulé stmievanie.

Pri každom ďalšom dlhom stlačení sa úroveň osvetlenia zmení v opačnom smere.

● Pamäť stmievania:
Po vypnutí a opätovnom zapnutí sa svetlo vráti na predchádzajúcu úroveň stmievania, a to aj v prípade výpadku napájania.

● Synchronizácia:
Ak je k rovnakému tlačidlu pripojených viac ako jeden ovládač, stlačte tlačidlo na viac ako 10 sekúnd, čím sa systém synchronizuje a 
všetky svetlá v skupine sa stmavia na 100 %.
To znamená, že vo väčších inštaláciách nie je potrebný žiadny dodatočný synchronizačný vodič.

Odporúčame, aby počet ovládačov pripojených k tlačidlu nepresiahol 25 kusov. Maximálna dĺžka vodičov od tlačidla k 
ovládaču by nemala presiahnuť 20 metrov.

Stmievacie krivky
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● Fade-in Fade-out LED dimmer with smooth fading effect for soft start and stop.

● The fading speed , 1S, 3S, 5S, 10S, 20S selectable. can be set via knob potentiometer

● Connect with self-resetting metal button or push switch to achieve on/off and 0-100% 

   dimming function.

● Push input can accept either positive or negative trigger.

● Match with RF 2.4G single zone or multiple zone dimming remote control optional. 

● Over-heat / Over-load / Short circuit protection, recover automatically. 

LED output -

LED output +

Power input -

Power input +

 RUN LED indicator

Push switch push -

Push switch push +

Installation rack
Installation rack

knob potentiometer 
for fading speed

Light on/off Fading Speed

Rotate knob�to switch fading speed,�when the fading speed set to 1/3/5/10/20s, the RUN LED indicator will flash 1/2/3/4/5 times.
(Note: The factory default on/off fade time is 1s.)
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RF DIM
Fade-in Fade-out Push+RF LED Dimmer

V1-F

�Wiring Diagram

Mechanical Structures and Installations

Technical Parameters

RF 2.4GHz + Push Dim

30m(Barrier-free space)

4096 (2^12) levels

0 -100%

Control distance    

Dimming gray scale 

Logarithmic 

Input signal  

Dimming range

Dimming curve

IP20��

96-384W

12-48VDC

1CH,8A

12-48VDC

Output current

Input voltage

Output voltage

Output power

Warranty and Protection

  Warranty

Protection

Safety and EMC

 5 years

recover automatically, Short circuit, 
Over-heat, Over-load 

Ta: -20 OC ~ +55 OC

Tc: +85 OC

Input and Output

Output type Constant voltage

 0.053kg

Package

Size L114 x W38 x H26mm

Gross weight

Dimming data

Environment 

Operation temperature

Case temperature (Max.)

IP rating

Input current 8A

PWM Frequency   2000Hz (default)
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● Connect with self-resetting metal button, positive trigger input. 
   Press the button to switch or adjust brightness, the button indicator always lights up.

EMC standard 

Radio Equipment 

Certi�cation

Safety standard

CE RoHS

ETSI EN 300 440

EN 61347-1/-2

EN IEC 55015/EN IEC 61547
ETSI EN 301 489-1/-3



AC100-240V
Power Supply
12-48VDC
Constant Voltage

+
Single color LED strip 
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● Connect with self-resetting metal button, positive trigger input. 
   Press the button to switch or adjust brightness, the button indicator lights up when pressed.

Power Supply
12-48VDC
Constant Voltage

● Connect with self-latching metal button. 
   Press the button to power on or off the controller, the button indicator lights up when pressed.
   Use RF remote to adjust brightness optional. 

AC100-240V

+
Single color LED strip 

N
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N
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AC100-240V
Power Supply
12-48VDC
Constant Voltage

+
Single color LED strip 

Push Switch
  

● Connect with push switch panel, negative trigger input. 
   Press the panel to switch or adjust brightness.

Match: 
Switch off the power, then switch on power.
Immediately short press on/off key (single zone remote)or zone key (multiple zone remote) 3 times on the remote. 
The light blinks 3 times means match is successful.

Delete: 
Switch off the power, then switch on power. 
Immediately short press on/off key (single zone remote) or zone key (multiple zone remote) 5 times on the remote. 
The light blinks 5 times means all matched remotes were deleted.

Match Remote Control

Push Dim Function

● Short press: 
   Turn on or off light.

● Long press (1-6s): 
   Press and hold to step-less dimming, 
   With every other long press, the light level goes to the opposite direction.

● Dimming memory: 
   Light returns to the previous dimming level when switched off and on again, even at power failure.

●  Synchronization: 

   If more than one controller are connected to the same push switch, do a long press for more than 10s,
   then the system is synchronized and all lights in the group dim up to 100%. 
   This means there is no need for any additional synchrony wire in larger installations.
   We recommend the number of controllers connected to a push switch does not exceed 25 pieces, 
   The maximum length of the wires from push to controller should be no more than 20 meters.

The provided Push-Dim interface allows for a simple dimming method using commercially available non-latching 

(momentary) wall switch or metal button. 
100

90

80

70

60

50

40

30

20

10

PW
M

 d
ut

y(
%

)

50 60 70 80 90 100

Brightness(%)
10 20 30 40

Gamma=1.6

Dimming Curve

V1-F

RUN

O
U
T
P
U
T

IN
P
U
T

1
2
-4
8
V
D
C

1S
3S

5
S

10S20
S

P
U
S
H
-D

IM

G
N
D

P
U
S
H

V1-F

RUN

O
U
T
P
U
T

IN
P
U
T

1
2
-4
8
V
D
C

1S
3S

5
S

10S20
S

P
U
S
H
-D

IM

G
N
D

P
U
S
H

V1-F

RUN

O
U
T
P
U
T

IN
P
U
T

1
2
-4
8
V
D
C

1S
3S

5
S

10S20
S

P
U
S
H
-D

IM

G
N
D

P
U
S
H

Page 2
2025.03
User Manual Ver 2.0.1         

RF remote
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